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ELECTRICAL PARAMETERS STC
GG-470 GG-475 GG-480 GG-485 GG-490

Nominal power [Wp] 470 475 480 485 490

13,88 13,94 14,00 14,06 14,12

13,25 13,31 13,37 13,43 13,49

42,10 42,28 42,46 42,64 42,82

35,48 35,69 35,90 36,11 36,32

21,71 21,94 22,17 22,40 22,63

TEMPERATURE PARAMETERS
0,046%/°C

-0,25%/°C

-0,29%/°C

OPERATING PARAMETERS
0/+1%

II

1500 VDC

-40 to +85°C

25 A

ENDURANCE PARAMETERS*
7000 Pa

4000 Pa

 = 35 mm, V=82,8 km/h

PACKING

34 Pcs/Pallet

26 Pallets/Truck

PRODUCT CERTIFICATIONS
IEC 61215, IEC 61730

COMPOSITION
2 mm, Tempered

2 mm, Tempered

Frame

N-Type, Class A

120

 = 4 mm²

MECHANICAL PARAMETERS
1909

1134

30

26

ELECTRICAL PARAMETERS LIC
GG-470 GG-475 GG-480 GG-485 GG-490

Nominal power [Wp] 89,74 90,68 91,63 92,58 93,53

2,73 2,74 2,76 2,77 2,78

2,58 2,59 2,60 2,61 2,62

39,21 39,38 39,54 39,71 39,88

34,83 35,03 35,24 35,45 35,65
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